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Goldline
Installation & Service Guide

Please read this manual carefully 
before attempting installation.

Part #: Goldline-50

System Conforms to NSF/ANSI 
Standards 58 for Performance Class 

(see data sheet)

GWW Inc.
1700 E Walnut Ave 
Fullerton CA 92831

(714) 441-2893
(714) 441-0525 FAX
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Goldline Manual Introduction

The Goldline reverse osmosis drinking water system is designed for easy installation and maintenance. You will insure a successful 
installation as well as reliable operation by carefully reading this manual and following the operational guidelines. Please note that 
routine maintenance is essential to the longevity and performance of the system. Filters should be changed every six months (see 
below) depending on the quality of the feed water supply. The Goldline RO installation should comply with all state and local 
laws and regulations. Manufacturer recommends a TDS test every six months. All systems sold in Wisconsin will have a 
performance indicator with the system. This system is acceptable for treatment of inþ uent concentrations of no more that 27 
mg/L nitrate and 3 mg/L nitrite in combination measured as N and is certiý ed for nitrate/nitrite reduction only for water supplies 
with a pressure of 40 psig or greater. This reverse osmosis system contains a replaceable component critical to the efý ciency 
of the system.  Replacement of the reverse osmosis component should be with one of identical speciý cations, as deý ned by the 
manufacturer, to assure the same efý ciency and contaminant reduction performance.

Caution: Do not use this system where the water is microbiologically unsafe or of unknown quality. 
This system is for use on potable water only. Source water exceeding the chem i cal parameters 

(listed above) requires pretreatment.

The Goldline RO System conforms to NSF/ANSI Standards 58
for performance claims as veriþ ed and sustained by test data. All pre and 

post þ ltration demands were removed prior to contaminant reduction 
performance testing by the Water Quality Association laboratory.

* See Page 6 Regarding Total Dissolved Solids (TDS) Monitor

Conditions for operation of TFC - Thin Film Composite Membrane
Used in the Goldline-50

Necessary Installation Tools

Å Variable speed drill Å Teÿ on tape

Å Relton Drill Å Small knife

Å 1" hole saw Å Phillips screw driver

Recommended Filter & Membrane 
Replacement Schedule

Filter/Membrane Part # Frequency

Sediment 1227867 6 months

Carbon Block Preþ lter CBC-10 6 months

Carbon Postþ lter 1L-10W-C 6 months

* RO Membrane 1204694 2-5 years

Chemical Parameters - TFC
Filter/Membrane < 170 mg/L (< 10 gpg)

Sediment < 0.1 mg/L
Carbon Block Preþ lter < 0.05 mg/L

Carbon Postþ lter 0.00 mg/L

Production Rate
1 Efþ ciency Rate 21.9 %
2 Recovery Rate 39 %

Daily Production Rate 13.4 gpd

Source Water Supply - TFC
Community / Private Bacteriologically Safe

System Pressure min/max 30 / 100 psi
Temperature 4Ü / 38ÜC (40Ü / 100Ü F)

pH Range 3.0 to 11.0
Maximum supply TDS 

level 1800 mg/L

Turbidity < 1.0 net turbidity (NTU)

1 Efý ciency rating means the percentage of the inþ uent water to the 
system that is available to the user as reverse osmosis treated water 
under operating conditions that approximate typical daily usage

2 Recovery rating means the percentage of the inþ uent water to the 
membrane portion of the system that is available to the user as reverse 
osmosis treated water when the system is operated without a storage 
tank or when the storage tank is bypassed.

* See Page 8 For Complete Parts List and Contact Information

Test parameters: 25ÜÑ  1ÜC, 50 psi and pH of 7.5




